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L. NISSION NX 571 IS A TRAINING MISSION WHICH WAS FLOW 03
28 JANUARY 1965. A TYPE 1/1B/100 CAMERA WAS USED AND PROCESSING
WAS ACCOMPLISHED AT EASTHMAN KODAK. A TEAM AT THE PROCESSING D5y
STTE ASSISTED IN INITIAL BREAKDOUN AND ISSUED CABLES 141 -~
AND 102. ‘

o, ORIGINAL NEGATIVE: e "5

A. THE EXPOSURE WAS ADEQUATE AND THE RESOLUTION IS GENERALLY

pIES RECEIVED

G00D. IMAGE SMEARING IS EVIDENT IN THE FLOOR OF MOST NARROW VALLEFéi~
CyNo, | Oifice Act. R

IT 1S SUSPECTED THAT THIS SIUTATION PREVAILS JHEN THE V/H DETECTOR[T ™ [masier Fite

- 0S
SCANS THE HIGH POINTS OF THE TERRAIN BEING PHOTOGRAPHED AND L AT
3EC aR

DICTATES A LEVEL OF IMAGE MOTION COMPENSATION (IMC) CONTRARY TO | FaLs
CcsD

1PD

THAT WHICH IS APPROPRIATE FOR THE TERRAIN IN THE VALLEY. AN L
EYAMPLE OF THIS SITUATION CAN BE OBSERVED Ofl FRAME 414, e -
5. LEFT SIDE (ODD NUMBERED FRAMES): THERE ARE TUO LONG- T
[TUDINAL PLUS DENSITY STREAKS APPROXIMATELY 1.837 FROA, AND PARALLY Q;ﬁff
To THE FRAME FORMAT EDGE NEAREST THE DATA CHANBERS (THE TRAILING iise

EDGE OF THE FORMAT). THERE 1S A MINUS DENSITY STREAK 2,.,8" FROM,

Destroyed

AND PARALLEL TO, THE OPPOSITE FORMAT EDGE. ALL OF THE STREAKS

ARE CONTINUOUS THROUGHOUT THE MISSION.
C. RIGHT SIDE (EVEN NUMBERED FRAMES): THERE ARE SEVERAL
MINUS DENSITY STREAKS, PARALLEL TO THE “AJOR AXIS OF THE FILY NEAR

10P SECRL
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BOTH FORQAT EDGES THROUGHOUT THE MISSIOQ!

D. BOTH SIDES: TRANSVERSE BAuWJzs JF VARYING DENSITY ARE
INTERMITTENT THROUGHOUT THE MISSION. THZ LATITUDE, AS INDICATED
IN THE DATA CHAMRFR, IS IN ERROR THROUGHOUT THE ¥ISSION. THE RECORDEQ
READING ARE SEVERAL DEGREES IN ERRORj; AND THERE APPEARS TO BE NO
CONSISTENT FACTOR BY WHICH THEY ARE INCORRECT. THE LONGITUDE,
AS INDICATED IN THE DATA BLOCK, IS CORRZCT, THE FIRST FOUR FRAMES
OF THE MISSION ARE PARTIALLY FUGGED. FRAMES 375 TO 334 ARE PARTIALLY
FOGGED IN ASSOCIATION WITH A CAMERA OFF PERIOD AT FRAME 376.
PERIODS OF CAMERA OPERATION, FRAJE NUMBERS AND TIMES ACCORDING TO

THE DATA CHAMBEIR CLOCK WERL:

ON FRAME 22 3352 PLUS 15 SuEC.
OFF FRAME 376 @939 PLUS 39 5SiCo.
ON FRAME 377 2915 PLUS 25> SEC.
OFF FRAME 934 7933 PLUS 17 SEC.

THE U/H SENSOR WAS IN THE LOCKED POSITION ON THE FOLLOWING FRAGES:
{ TO 372, 595 TO 923.
THE CAMERA MOUNT WAS CAGED ON THE FOLLOYING FRAWES

389 - 392 441 - 444
415 = 422 447 - 454
425 - 4273 457 - 4673
431 - 438 545 - 934

THE LAST TITLED FRAME OF THE #ISSION IS 934.
3. POSITIVE:
A. PRINTING AND PROCESSING WERZ GOUD.
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.'BF.' PI SUITABILITY IS GOOD. v
C. CLOUDS OBSCURE OR DEGRADEZ APPROX&MATELY 35 PERCENT OF THE
MISSION,
TOPSECRET
/END OF NESSAGE/
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